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Shoe drying panel HEATING TROCK

QUALITY FEATURES

= completely made of stainless steel 1.4301

= rounded hangers / no dents or pressure
MES

to be connected to the warm water heating
system

maintenance-free

5 years full warranty

also suitable for children‘s shoes and gloves
ecological system

ATTENTION! Requires a constant flow
temperature between 35°C and 40 °C!

The rounded hanger guarantees a smooth and constant ciurculation of
the warm water. The special shape prevents the toppling over of the
boots. Warm air rises inside the shoe and dries residual moisture in the

shoe tips.

Your guests will enjoy dry and comfortably pre-warmed shoes!

MORE THAN 30 YEARS’

EXPERIENCE !

info@toptrock.com www.toptrock.com
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Elegant and neat ski rooms for satisfied guests! We will be pleased to assist with
technical advice, detailed offers and planning !

Standard sizes

PH5H

5 pairs D 48 cm

10 pairs H 200 cm W 61 cm D 48 cm
15 pairs H 200 cm W 86 cm D 48 cm
20 pairs H 200 cm W 116 cm D 48 cm

info@toptrock.com www.toptrock.com
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Your favourite personal photo motif on the shoe dryer — a real eye-catcher !

Further ski room equipment

ski storage mobile or wall-mounted heated ski lockers

info@toptrock.com www.toptrock.com
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MOUNTING INFORMATION for
BOOT DRYING PANELS “HEATING"

connection possible on
the top or bottom
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ATTENTION
the comnection to the cenfral heating has to be
carried out on site by your plumber
The material for the connection ta the central
heating [pumps etc.) is not included in delivery
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return flow

The connection betwasan
the panels should be made
from stainless steel ta avoid

Connection of reinforced
hase with 177" auter thread
andsor screw joint For tube alimm

the oxdlzlng of the flttings

For large-scale projects linstallation of
several panels) it is advisable to install the
panels according to the system "Tichelmann”

flow temparature
40%k (with constant valve control, on sitel
40" max

heaking pump:

it is recommend to inskall & separate pump
lan site) for the panels, Fo be

installed by your plumper depending on
the individual requiremants

venting facility:
not required

valves:

it is recommended ta install stop valves as
well as at least one rinsing device

per installation [on site)
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